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Model :

Chassis No. :

Engine no. :

MECHANICS REPORT

SHRACHI POWER TILLER

GENERAL CONDITION OF POWER TILLER
(Mark in the appropriate box)

Clean

Dirty

Normal

Below
Normal

Water in the radiator

Water cleaner oil

Engine oil

Gear box oil

Chain case oil

Indications of any defect/ mishandling/ accident noted. (describe indicating name and Dr. no. of parts, specify suspected
cause and action taken, if any, to rectify

6. Engine

7.  Clutch

8.  Gearbox
9.  Chaincase

10. Anyother

Mechanic’s Name

Signature
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2nd PAID SERVICING

(MARK AFTER EACH OPERATION IS COMPLETED)

1) Clean the machine thoroughly.
2) Clean crank case after running the engine for 3 minutes and change engine oil (40 grade
or 20w40 grade or 15w30 grade [in cooler places]).
3) Clean lubricating oil filter.
4) Clean air cleaner and filter, change oil in case of oil bath type air cleaner.
5) Change gear case oil if necessary (ep90 or ep140).
6) Check whether the connection bolts are loose or not and fasten the loose bolts according
to their moment.
7) Oil main clutch thrust bearing and intermediate bearing, main clutch lever etc., if necessary.
8) OQil steering clutch lever joints, arm shafts and shaft from arm shaft.
9) Listen and check if there is malfunction of any parts (such as abnormal noise, overheat,
loose screw and so on).
10) Adjust clutch, accelerator, brake etc, if necessary.
11) Lubricate all moving parts.
12) Check and tighten rotavator blade nuts.
13) Change the fuel filter, if necessary, otherwise clean and install again for the first servicing.
14) Adjust valve clearance when the engine is cold.
15) Check and adjust the level of dragbar assembly.
16) Check the safety pin location.
17) Check the rpm of engine & pto shaft.
18) Check all the control systems.
19) Check the tyre pressure properly and fill in with recommended pressure.
MECHANIC PURCHASER
Sign Sign
Name Name
Date Date
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SLNO-

2"Paid service

SHRACHI POWER TILLER

SL NO-

2" Paid Service

Model

Chassis No.

Engine No.

SHRACHI POWER TILLER

Model

Chassis No.

Date of
Delivery

Hours of
Operation

Date of
Service

Due within 280HTrs or 12

months whichever is

earlier

Engine No.

Date of
Delivery

Hours of

Operation

Service has been done to my Satisfaction

Date of
Service

Due within 280 Hrs or 12
months whichever is
earlier

Name & Signature of owner

Dealer's Name & Signature

2" paid
service

Service has been done to my Satisfaction

Name & Signature of owner

2"paid
service

Owner's Copy

Dealer's Name & Signature
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